Capacitive sensor interfacing circuit using 0.18-nm CMOS technology for MEMS application
Banitorfian, F.; Soin, N.
Micro and Nanoelectronics (RSM), 2011 IEEE Regional Symposium on
Digital Object Identifier: 10.1109/RSM.2011.6088313
Publication Year: 2011 , Page(s): 152 - 155
IEEE CONFERENCE PUBLICATIONS

Safe operating condition and lifetime estimation in p-MOSFET device due to Negative Bias Temperature Instability
Hussin, H.; Soin, N.
Industrial Electronics and Applications (ISIEA), 2011 IEEE Symposium on
Digital Object Identifier: 10.1109/ISIEA.2011.6108788
Publication Year: 2011 , Page(s): 614 - 619
IEEE CONFERENCE PUBLICATIONS

Quality factor for RF-MEMS capacitive switch on semi-suspended CPW
Moghaddam, A.K.; Soin, N.
Micro and Nanoelectronics (RSM), 2011 IEEE Regional Symposium on
Digital Object Identifier: 10.1109/RSM.2011.6088356
Publication Year: 2011 , Page(s): 339 - 343
IEEE CONFERENCE PUBLICATIONS
Development of active inductor in CMOS tunable RF Bandpass filter
Asri, N.D.M.; Soin, N.
Micro and Nanoelectronics (RSM), 2011 IEEE Regional Symposium on
Digital Object Identifier: 10.1109/RSM.2011.6088351
Publication Year: 2011, Page(s): 315 - 318

NBTI degradation with optimized ID-VG sweep for wafer fabrication monitoring
Soon, F.Y.; Soin, N.
Quality Electronic Design (ASQED), 2011 3rd Asia Symposium on
Digital Object Identifier: 10.1109/ASQED.2011.6111759
Publication Year: 2011, Page(s): 272 - 276

Dc-Dc buck and boost converter design issues in recent VLSI platform
Iqbal, S.M.A.; Mekhilef, S.; Soin, N.; Omar, R.
Micro and Nanoelectronics (RSM), 2011 IEEE Regional Symposium on
Digital Object Identifier: 10.1109/RSM.2011.6088309
Publication Year: 2011, Page(s): 135 - 138
**Buck and boost converter design optimization parameters in modern VLSI technology**

Iqbal, S.M.A.; Mekhilef, S.; Soin, N.; Omar, R.
Micro/Nanotechnologies and Electron Devices (EDM), 2011 International Conference and Seminar of Young Specialists on
Digital Object Identifier: 10.1109/EDM.2011.6006912
Publication Year: 2011 , Page(s): 125 - 128

**A 0.13µm inductively degenerated cascode CMOS LNA at 2.14GHz**

Muhamad, M.; Soin, N.; Ramiah, H.; Noh, N.M.; Keat, C.W.
Industrial Electronics and Applications (ISIEA), 2011 IEEE Symposium on
Digital Object Identifier: 10.1109/ISIEA.2011.6108680
Publication Year: 2011 , Page(s): 120 - 123

**Analysis and experiment of centrifugal force for microfluidic ELISA CD platform**

Biomedical Engineering and Sciences (IECBES), 2010 IEEE EMBS Conference on
Digital Object Identifier: 
10.1109/IECBES.2010.5742282
Publication Year: 2010 , Page(s): 466 - 470

**Regional clock gate splitting algorithm for clock tree synthesis**

Siong Kiong Teng; Soin, N.
Semiconductor Electronics (ICSE), 2010 IEEE International Conference on
Digital Object Identifier:
10.1109/SMELEC.2010.5549384
Publication Year: 2010 , Page(s): 131 - 134
Dependency of threshold voltage on floating gate and inter-polysilicon dielectric thickness for nonvolatile memory devices
Abdul Aziz, A.; Soin, N.
Semiconductor Electronics (ICSE), 2010 IEEE International Conference on
Digital Object Identifier: 10.1109/SMELEC.2010.5549424
Publication Year: 2010 , Page(s): 83 - 87

Low power clock gates optimization for clock tree distribution
Teng Siong Kiong; Soin, N.
Quality Electronic Design (ISQED), 2010 11th International Symposium on
Digital Object Identifier: 10.1109/ISQED.2010.5450528
Publication Year: 2010 , Page(s): 488 - 492
Cited by 1

Reliability study of 90nm CMOS inverter
Abdul Hadi, D.; Soin, N.; Wan Muhamad Hatta, S.F.
Enabling Science and Nanotechnology (ESciNano), 2010 International Conference on
Digital Object Identifier: 10.1109/ESCINANO.2010.5700968
Publication Year: 2010 , Page(s): 1 - 3

A new charger system approach: The current and voltage control loops
Omar, K.B.; Soin, N.; Mahadi, W.N.L.; Malik, H.
Semiconductor Electronics (ICSE), 2010 IEEE International Conference on
Digital Object Identifier: 10.1109/SMELEC.2010.5549350
Development of a low-cost and portable device controller for point-of-care medical diagnostics
Jahanshahi, P.; Dawal, S.Z.M.; Ibrahim, F.; Nozari, A.A.; Soin, N.
Biomedical Engineering and Sciences (IECBES), 2010 IEEE EMBS Conference on
Digital Object Identifier:
10.1109/IECBES.2010.5742279
Publication Year: 2010 , Page(s): 450 - 453

Fibre Bragg grating sensors for human skin pressure measurements
Bal, H.K.; Soin, K.; McLaughlin, P.; Collins, S.F.; Dragomir, N.M.
Optical Fibre Technology (ACOFT), 2010 35th Australian Conference on
Publication Year: 2010 , Page(s): 1 - 3

A study on circuit switching merits in the design of network-on-chip
New Chin-Ee; Soin, N.
Computer and Communication Engineering (ICCCE), 2010 International Conference on
Digital Object Identifier:
10.1109/ICCCE.2010.5556775
Publication Year: 2010 , Page(s): 1 - 5

A proposed low power voltage multiplier for passive UHF RFID transponder
Fahsyar, P.N.A.; Soin, N.
Semiconductor Electronics (ICSE), 2010 IEEE International Conference on
Digital Object Identifier:
CMOS implementation of envelope detector circuit in 0.18µm Process
Fahsyar, P.N.A.; Soin, N.
Semiconductor Electronics (ICSE), 2010 IEEE
International Conference on
Digital Object Identifier:
10.1109/SMELEC.2010.5549383
Publication Year: 2010 , Page(s): 145 - 148

The effect of gate oxide thickness and drain bias on NBTI degradation in 45nm PMOS
Hatta, S.F.W.M.; Soin, N.; Zhang, J.F.
Semiconductor Electronics (ICSE), 2010 IEEE
International Conference on
Digital Object Identifier:
10.1109/SMELEC.2010.5549558
Publication Year: 2010 , Page(s): 210 - 213

Micro-diaphragm performance analysis for polyimide diaphragm
Hasikin, K.; Soin, N.; Ibrahim, F.
Semiconductor Electronics (ICSE), 2010 IEEE
International Conference on
Digital Object Identifier:
10.1109/SMELEC.2010.5549367
Publication Year: 2010 , Page(s): 293 - 296

Qualitative and quantitative evaluation of a proposed circuit switched network-on-chip
Chin-Ee, N.; Soin, N.
Semiconductor Electronics (ICSE), 2010 IEEE
International Conference on
Digital Object Identifier:
The effect of process variation on NBTI degradation in 90nm PMOS
Hatta, S.F.W.M.; Soin, N.; Zhang, J.F.
Semiconductor Electronics (ICSE), 2010 IEEE International Conference on
Digital Object Identifier: 10.1109/SMELEC.2010.5549399
Publication Year: 2010, Page(s): 108 - 113

Effect of oxide thickness on 32nm Pmosfet reliability
Hadi, D.A.; Wan Muhamad Hatta, S.F.; Soin, N.
Semiconductor Electronics (ICSE), 2010 IEEE International Conference on
Digital Object Identifier: 10.1109/SMELEC.2010.5549552
Publication Year: 2010, Page(s): 206 - 209

Lab-on-a-disk as a potential microfluidic platform for dengue NS1-ELISA
Yusoff, N.A.; Soin, N.; Ibrahim, F.
Volume: 2
Digital Object Identifier: 10.1109/ISIEA.2009.5356330
Publication Year: 2009, Page(s): 946 - 950
<table>
<thead>
<tr>
<th>IEEE Account</th>
<th>Purchase Details</th>
<th>Profile Information</th>
</tr>
</thead>
<tbody>
<tr>
<td>Change Username/Password</td>
<td>Payment Options</td>
<td>Communications Preferences</td>
</tr>
<tr>
<td>Update Address</td>
<td>Order History</td>
<td>Profession and Education</td>
</tr>
<tr>
<td></td>
<td>Access Purchased Documents</td>
<td>Technical Interests</td>
</tr>
</tbody>
</table>

A non-profit organization, IEEE is the world's largest professional association for the advancement of technology.
© Copyright 2012 IEEE - All rights reserved. Use of this web site signifies your agreement to the terms and conditions.